Configuration de PARIA SORP
Blue Laser (488 nm)

489 GFP 5105

500 Lysotracker Green 510 =9
493 Calcein 514 %

495 FITC 519

499 Alexa Fluor 488 520
495 CFSE 525 %

496 VioBright FITC 522 %
490 BD Horizon BB515 515 %
490 Zombie Green 515 %
498 BD FVS 520 521 &

£ 477 PerCP 6785
# 477 PerCP-Cy5.5 (#675) 696 5
# 477 PerCP-Vio700 704>

¢ 477 PerCP-eFluo710 7105

© 566 PE-Cy5.5 693 .9

¢ 565 PE-Vio770 7755
# 566 PE-CY7 778

& 543 7-AAD 647
¢ 566 PE-Cy5 (£ 647) 666 =



Configuration de PARIA SORP

Red Laser (633 nm)

¢ 650 APC-Alexa Fluor 750 (= 752) 779

# 650 APC-H7 780 & 650 APC 660>

# 650 APC-Cy7 (= 753) 785 # 631 Alexa Fluor 633 6479
¢ 749 Alexa Fluor 750 7755 ¢ 630 eFluor660 660 >

# 652 APC-Vio770 775 ¢ 650 Alexa Fluor 647 6635
¢ 650 APC-eFluor780 7305 ¢ 647 CyS 660 5

# 759 BD FVS780 780 & 649 BD FVS 660 660 =

# 650 APC-Cy5.5 (- 675) 6959
# 675 Cy5.5 6955

¢ 680 Alexa Fluor 680 700 %
# 700 Alexa Fluor 700 720
# 652 APC-R700 704

657 BD FVS700 700



Configuration de PARIA SORP

Violet Laser (405 nm)

#458 AmCyan 489

400 Cascade Yellow 550 =
400 Pacific Orange 551
#405 BV510 5105

#415 BD Horizon V500 5005
388 VioGreen 5205

408 BD FVS 510 5125

385 Zombie Aqua FV 515

& :
@405 BV421 4219

@400 Zombie Violet FV423%

398 Cascade Blue 4205
@401 Alexa Fluor 405 4229
@404 Pacific Blue 456.%

360 Dapi Viab 4615

@400 VioBlue 4529

@405 eFluord450 4509

#404 BD Horizon V450 4489
#406 BD FVS 450 4509




Configuration de PARIA SORP

UV Laser (375 nm)

# 355 Hoechst Red 610
@ 395 Zombie Yellow FV 572

¢ 360 DAPI cycle 461
¢ 360 Zombie UV FV 459
¢ 355 Hoechst Blue 505:9



